
Our technical sales representatives will assist you with your project requirements.
Give us a call today at 847-439-4565 for a quote!

30mil. thickness
Flame Resistant
Roll width 50"
Common uses: 

        Curtains and industrial uses (California Fire Marshal & NFPA-701)

Physical properties

Description

Specification Sheet
30 mil. Clear FR

.030 GAUGE                                               

Tensile strength                   MD

                                   psi min. CD

3000

 2500

TEST METHOD

ASTM D-882

Ultimate elongation            MD

                                     % min. CD

220

 250

ASTM D-882

Tear Strength                        MD

                                  lbs. min. CD

10.20

 10.00

ASTM D-1004

Dimensional stability          MD

                                    % max. CD

ASTM D-1204-1.0

Extraction in soapy water  

                                          % max.

ASTM D-1239

Volatility                         % max. ASTM D-1203

Pin Hole per square yard            by visual

Blocking at 158° F 158 Fx48hrs

Cold crack at 0° F ASTM D-1593

None

Pass

Crocking dry & wet ASTM D-1593Good

The following information in regards to the chemical and physical properties of this product is based upon reliable testing methods. While
reliable, these statistics are intended only as an informational source for your benefit. These statistics are however, provided only as a
convenience and do not constitute a warranty and/or guarantee. The Purchaser is still required to determine if the product represented
meets the individual needs of the Purchaser. 


